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15-88    WAIN ELECTRICAL 

Degree of protection： IP67

16B Metal hoods/housings
-Suitable for harsh environment(anti-corrosion)

Thread Designation Order No.
--- W16B-MBK-2B/C 112 116 350 1001

Hoods, side entry, high construction

Bulkhead mounted housings

93.5

M
/PG

78

45

56
43

76

Panel cut out

Φ4.4

Φ4.4
82

103

32 35

48.5
32103

118

30
.5

Thread Designation Order No.
M32 W16B-MSEH-1L/C-M32 112 116 550 5005
PG21 W16B-MSEH-1L/C-PG21 112 116 550 5006
PG29 W16B-MSEH-1L/C-PG29 112 116 550 5007

with sleeve
M32 W16B-MSEH-1L/C-M32 WS 112 116 555 5004
PG21 W16B-MSEH-1L/C-PG21 WS 112 116 555 5011
PG29 W16B-MSEH-1L/C-PG29 WS 112 116 555 5012

Thread Designation Order No.
M25 W16B-MCCT-2L/SC-M25 112 116 741 1002
M32 W16B-MCCT-2L/SC-M32 112 116 741 1003
PG21 W16B-MCCT-2L/SC-PG21 112 116 741 1001

Thread Designation Order No.
M32 W16B-MCCTH-2L/SC-M32 112 116 741 5004
M40 W16B-MCCTH-2L/SC-M40 112 116 741 5005
PG21 W16B-MCCTH-2L/SC-PG21 112 116 741 5011
PG29 W16B-MCCTH-2L/SC-PG29 112 116 741 5012

with sleeve
M32 W16B-MCCTH-2L/SC-M32 WS 112 116 741 5001
PG21 W16B-MCCTH-2L/SC-PG21 WS 112 116 741 5002
PG29 W16B-MCCTH-2L/SC-PG29 WS 112 116 741 5003

Housings, cable to cable

Housings, cable to cable, high 
construction
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Degree of protection： IP67


